
JEDEDIAH SMITH MEMORIAL TRAIL

LOWER AMERICAN RIVER

Channel toe

Grade control/boudler step 
pool cascade structures 
downstream of bridge. Twelve 
1’ steps, each 16.5’ long.

Lay back west bank to 80’ max 
top width at the bridge. Stabilize 
the bank with vegetated rip rap.

Include a small pavilion 
on the bridge, or widen 
the bridge for creek 
observation.

Retain existing top of bank 
alignment upstream and 
downstream of bridge.

Lay back west bank to 4:1 
max slope. Stabilize bank 
with vegetated rip rap.

Tie in to existing 
alignment upstream 
of bridge.

New top of bank

Existing top of bank

Enhance and stabilize existing path 
and add stone steps down bank to 
provide access to the confluence.

New narrow DG path along 
creek. Use flagstones at 
bridge to reduce visibility.

Slight realignment of bike path 
and trail may be needed to 
accommodate longer bridge.

New bridge. 80’ long, 20’ 
wide. Maintain the 12’ 
bike path width and add 
a separated pedestrian 
lane on the north side.

Cordova Creek Phase 2 -  Alternative 1



JEDEDIAH SMITH MEMORIAL TRAIL

LOWER AMERICAN RIVER

Channel toe

Grade control/boudler 
step pool cascade 
structures downstream 
of bridge. Twenty four 
6” steps, each 15’ long.

Lay back west bank to 80’ max 
top width at the bridge. Stabilize 
the bank with vegetated rip rap.

Lay back banks to 3:1 
max slope and stabilize 
with vegetated rip rap.

Fill existing channel 
downstream of new 
channel bank.

Existing top of bank

Slight realignment of bike path 
and trail may be needed to 
accommodate longer bridge.

New top of bank

Enhance and 
stabilize existing 
path and add stone 
steps down bank to 
provide access to 
the confluence.

Include a small pavilion 
on the bridge, or widen 
the bridge for creek 
observation.

Retain existing top of bank 
alignment upstream and 
downstream of bridge.

New narrow DG path along 
creek. Use flagstones at 
bridge to reduce visibility.

New bridge. 80’ long, 20’ 
wide. Maintain the 12’ 
bike path width and add 
a separated pedestrian 
lane on the north side.

Tie in to existing 
alignment upstream 
of bridge.

Cordova Creek Phase 2 -  Alternative 2


